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Series BSC-IIA2 Biological Safety Cabinets 

Specifications 

 

 Accord with the regulation of Class II, Type A2 Biological Safety Cabinet in YY0569 in 

Chinese SFDA or in American NSF/ANSI49. 

 Vertical lamina airflow, 70% air circulation, 30% air exhaust. 

 HEPA and ULPA with NO LEAKING (Patent No. ZL200520140347.2) in air supply and 

exhaust system, ensure the cleanliness of ISO Class 5 (Class 100) or ISO Class 4 (Class 

10). 

 Negative pressure and double layers chamber with SUS work area. 

 The viewscreen of gradient of 10°make it comfortable to operate. 

 Demountable circular-arc shelf can alleviate working tiredness and make it easy to 

transport. 

 Non-obstructive air return mode in the front suction channel (Patent No. 

ZL200520140353.8). 

 Touchable control panel and LCD, flow indicator and warning. 

 Photoelectric alarm for sliding door and light. 

 Interlocked light and sterilizing. 

 Anti-splash safety spare socket and junction valve. 

 Intelligent auto-supply system ensures the change of air volume less than 10% when 

the resistance of filter increases 50% and enhance safety. 

 Leak detection in cabinet, no leakage at 500Pa. 

 Leak detection in HEPA/ULPA, leaking ratio is ≤0.01% (scanned), ≤0.005% (not 

scanned). 

Descriptions 
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Characteristics 

 

                     Model               

Item 
BSC-1000IIA2 BSC-1300IIA2 BSC-1600IIA2 

Cleanliness HEPA: ISO 5(Class 100)/ULPA: ISO 4(Class 10) 

Filtration Efficiency HEPA: ≥99.995%, @0.3μm/ULPA: ≥99.999%, @0.12μm 

Downflow Velocity(m/s) 0.35 

Inflow Velocity(m/s) 0.55 

Noise(dB(A)) ≤63 

Power Supply AC220V/50Hz 

Operator Protection 
A. Total colony in impaction sampler ≤10CFU./time 

B. Total colony in impaction sampler ≤5CFU./time 

Product Protection Total colony in culture dish ≤5CFU./time 

Cross Contamination Total colony in culture dish ≤2CFU./time 

Power(with spare socket) 2.0 2.1 2.2 

Weight 260 300 350 

Work Dimension(mm) (W*D*H) 970*600*620 1270*600*620 1570*600*620 

Overall Dimension(mm) (W*D*H) 1200*790*2050 1500*790*2050 1800*790*2050 

Size and Qty. of Light 36*② 36*② 36*③ 

Size and Qty. of UV Light 20*① 30*① 40*① 

Lumin. ≥800 ≥800 ≥800 

Air Direction Top out 

 

Certificates 

 

   
ISO13485 ISO9001 CE 
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Series BSC-IIB2 Biological Safety Cabinets 

Specifications 

 

 Accord with the regulation of Class II, Type B2 Biological Safety Cabinet in YY0569 in 

Chinese SFDA or in American NSF/ANSI49. 

 The vertical lamina airflow has the patterns of 100% air exhaust to the outdoor or to 

the air exhaust system. 

 HEPA and ULPA with NO LEAKING (Patent No. ZL200520140347.2) in air supply and 

exhaust system, ensure the cleanliness of ISO Class 5 (Class 100) or ISO Class 4 (Class 

10). 

 The viewscreen of gradient of 10°make it comfortable to operate. 

 Non-obstructive air return mode in the front suction channel (Patent No. 

ZL200520140353.8). 

 V notch and humanized design of the shelf can make sure the protection of negative 

pressure and alleviate working tiredness. 

 The air supply and exhaust pipelines adopt PDI Control Valve with BELIMO Actuator, 

which can effectively reduce air disturb from the outside. 

 Interlocked light and sterilizing. 

 Anti-splash safety spare socket and junction valve. 

 Intelligent auto-supply system ensures the change of air volume less than 10% when 

the resistance of filter increases 50% and enhance safety. 

 Leak detection in cabinet, no leakage at 500Pa. 

 Leak detection in HEPA/ULPA, leaking ratio is ≤0.01% (scanned), ≤0.005% (not 

scanned). 

 

Descriptions 
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Characteristics 

 

                 Model               

Item 
BSC-1000IIB2 BSC-1300IIB2 BSC-1600IIB2 

Cleanliness HEPA: ISO 5(Class 100)/ULPA: ISO 4(Class 10) 

Filtration Efficiency HEPA: ≥99.995%, @0.3μm/ULPA: ≥99.999%, @0.12μm 

Downflow Velocity(m/s) 0.35 

Inflow Velocity(m/s) 0.55 

Noise(dB(A)) ≤63 

Power Supply AC220V/50Hz 

Operator Protection 
A. Total colony in impaction sampler ≤10CFU./time 

B. Total colony in impaction sampler ≤5CFU./time 

Product Protection Total colony in culture dish ≤5CFU./time 

Cross Contamination Total colony in culture dish ≤2CFU./time 

Power(with spare socket) 2.0 2.1 2.2 

Weight 260 340 380 

Work Dimension(mm)(W*D*H) 970*600*620 1270*600*620 1570*600*620 

Overall Dimension(mm)(W*D*H) 1200*790*2330 1500*790*2330 1800*790*2330 

Size and Qty. of Light 36*② 36*② 36*③ 

Size and Qty. of UV Light 20*① 30*① 40*① 

Lumin. ≥800 ≥800 ≥800 

Air Direction Top out 

 

 

Certificates 

 

   
ISO13485 ISO9001 CE 

 

 

 

 

 

 



SUZHOU ANTAI AIRTECH CO., LTD 

ADD: No.2 Weixin Road, SIP, Suzhou, Jiangsu, China 215122 

TEL:0512-65319409、65319495、65331640     FAX: 0512-65520020 
 

Series BSC-03IIA2 Biological Safety Cabinets 

Specifications 

 

 Up to the requirements of EU standards EN12469:2000 and EN61010-1:2010 (TUV 

Certification No: N8A 15 04 89832 002) and EN61326-1:2013 (TUV Certification No: 

E8A 15 05 89832 003). 

 Vertical flow with negative pressure, 70% air circulation, 30% air exhaust. 

 Double layers chamber of negative pressure around ensure non-leakage, no pollution. 

 Fully fashioned workspace structure of SS304 circular arc angle easy clean. 

 4 liter capacity SS304 collecting tank. 

 Operating side 10° incline type design makes the operator more comfortable. 

 Front window adopts hanging lifting system and more than 5mm thickness security 

glass with arbitrary positioning, high stability and convenient to sterilization when it 

closed (Patent No: ZL97235425.5). 

 Front air inlet adopts barrier-free air return technology (Patent No.: 

ZL200520140353.8). 

 Human-computer interface, soft touch control with LCD, showing down flow, Inflow 

velocity, HEPA life, blocking alarm, running state of fan and so on. 

 Open high limit alarm system of front window and interlock with Illumination system. 

 LED Light and check-in light are interlocked. 

 Spray-proof sockets provided in the working area to facilitate the operator use. 

 Import fan with auto-compensation system ensure the change of air volume less than 

10% when the resistance of filter increased 50% and enhance safety performance. 

 Strictly prevent Leakage test ensure the cabinet no leakage under 500Pa pressure. 

 

Descriptions 

  

 



SUZHOU ANTAI AIRTECH CO., LTD 

ADD: No.2 Weixin Road, SIP, Suzhou, Jiangsu, China 215122 

TEL:0512-65319409、65319495、65331640     FAX: 0512-65520020 
 

Characteristics 

 

                 Model               

Item 
BSC-1003IIA2 BSC-1303IIA2 BSC-1603IIA2 

Filtration Grade H14 

Downflow Velocity(m/s) 0.36 

Inflow Velocity(m/s) 0.55 

Noise(dB(A)) ≤65 

Power Supply AC220~240V, 50/60Hz 

Operator Protection 
A. Total colony in impaction sampler ≤10CFU./time 

B. Total colony in impaction sampler ≤5CFU./time 

Product Protection Total colony in culture dish ≤5CFU./time 

Cross Contamination Total colony in culture dish ≤2CFU./time 

Power(with spare socket) 1.5 1.5 1.8 

Weight 280 300 320 

Work Dimension(mm)(W*D*H) 970*600*620 1270*600*620 1570*600*620 

Overall Dimension(mm)(W*D*H) 1200*790*2050 1500*790*2050 1800*790*2050 

Size and Qty. of Light 18*① 28*① 37*① 

Size and Qty. of on-duty 20*① 30*① 40*① 

Lumin. ≥750 ≥750 ≥750 

Air Direction Top out 

Qty. of Power Line Europe Type Plug(AC 250V/10A) 

Qty of Spare Socket Europe Type(AC250/2A) 2 units 

 

Certificates 

 

    
ISO13485 CE CE EN 12469-2000 
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Series SW-CJ Standard Clean Bench 

 

Specifications 

 

 Air volume adjustable system with high efficiency and low consumption 

 Mutual exclusive light and sterilizing system 

 Digital display, human touch 

 

Descriptions 

 

 
 

 

Characteristics 

 

        Model   

Item              
SW-CJ-1B SW-CJ-1C SW-CJ-1BU SW-CJ-1CU 

Cleanliness ISO Class 5, Class 100(Fed 209E) 

Air Velocity(m/s) ≥0.3(adjustable) 

Noise(dB(A)) ≤62 

Illumination(Lx) ≥300 

Power Supply AC220V/50Hz 

Input Power(W) 250 500 250 500 

Weight(Kg) 100 160 100 160 

Working Dim.(mm) 820*480(300)*600 1680*480(300)*600 820*480(300)*600 1680*480(300)*600 

Overall Dim.(mm) 900*700*1450 1760*700*1450 900*700*1450 1760*700*1450 

Size&No. of HEPA 820*600*50*① 820*600*50*② 820*600*50*① 820*600*50*② 

Size&No. of Light 

or UV Lamp 
18W*① 36W*① 18W*①/20W*① 36W*①/40W*① 

No. of Colony / ≤0.5cfu/Dish*0.5h 

No. of Operator Single/S Double/S Single/S Double/S 

* not include spare sockets, one sockets capacity is 3A                                                      
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Series HS Neoteric Clean Bench 

 

Specifications 

 

 Compact air supply in the front and open uniform air exhaust with large area. 

 Integrative stainless steel worktable with curving side in the front. 

 One touch velocity control device&digital display. 

 Mutual exclusive light and sterilizing system. 

 

Descriptions 

 

  

 

Characteristics 

 

        Model   

Item              
HS-840 HS-1300 HS-840-U HS-1300-U 

Cleanliness ISO Class 5, Class 100(Fed 209E) 

Air Velocity ≥0.3m/s(adjustable) 

Noise(dB(A)) ≤62 

Illumination(Lx) ≥300 

Power Supply AC220V/50Hz 

Input Power(W) 250 500 250 500 

Weight(Kg) 125 170 125 170 

Working Dim.(mm) 720*650*570 1180*650*570 720*650*570 1180*650*570 

Overall Dim.(mm) 840*825*1430 1300*825*1430 840*825*1430 1300*825*1430 

Size&No. of HEPA 760*610*50*① 610*610*50*② 760*610*50*① 610*610*50*② 

Size&No. of Light or UV 

Lamp 
18W*② 30W*② 18W*①/20W*① 30W*①/30W*① 

No. of Colony / ≤0.5cfu/Dish*0.5h 

No. of Operator Single/S Double/S Single/S Double/S 

* not include spare sockets, one sockets capacity is 3A 

 



SUZHOU ANTAI AIRTECH CO., LTD 

ADD: No.2 Weixin Road, SIP, Suzhou, Jiangsu, China 215122 

TEL:0512-65319409、65319495、65331640     FAX: 0512-65520020 
 

Series HD Desktop Clean Bench 

 

Specifications 

 

 Open uniform air exhaust with large area. 

 Portable, compact and flexible design. 

 Air volume adjustable system with high efficiency and low consumption. 

 Multi-grade electric safety protection system. 

 

Descriptions 

 

  

 

 

Characteristics 

 

                  Model   

Item              
HD-650 HD-650-U 

Cleanliness ISO Class 5, Class 100(Fed 209E) 

Air Velocity(m/s) ≥0.3(adjustable) 

Noise(dB(A)) ≤62 

Illumination(Lx) ≥300 

Power Supply AC220V/50Hz 

Input Power(W) 250 

Weight(Kg) 55 

Working Dim.(mm) 615*400*535 

Overall Dim.(mm) 650*680*625 

Size&No. of HEPA 610*490*50*① 

Size&No. of Light or UV Lamp 14W*① 14W*①/8W*① 

No. of Colony / ≤0.5cfu/Dish*0.5h 

No. of Operator Single/S 
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Series SW-CJ Medical Clean Bench 

Specifications 

 

 Sliding door system with patent technology free to place. 

 Integrative stainless steel worktable easy to clean. 

 Optional single&double sides control. 

 Mutual exclusive light and sterilizing system. 

 Digital display, human touch. 

 Satisfy the safety requirement of medical device.  

 

Descriptions 

 

 
 

 

Characteristics 

 

          Model   

Item              
SW-CJ-1F SW-CJ-2F SW-CJ-1FD SW-CJ-2FD 

Cleanliness ISO Class 5, Class 100(Fed 209E) 

Air Velocity(m/s) ≥0.3(adjustable) 

Noise(dB(A)) ≤62 

Illumination(Lx) ≥300 

Power Supply AC220V/50Hz 

Input Power(W) 250 500 250 500 

Weight(Kg) 130 170 130 170 

Working Dim.(mm) 870*690*520 1360*690*520 870*690*520 1360*690*520 

Overall Dim.(mm) 1010*750*1600 1500*750*1600 1010*730*1600 1500*730*1600 

Size&No. of HEPA 820*600*50*① 610*610*50*② 820*600*50*① 610*610*50*② 

Size&No. of Light or UV 

Lamp 
14W*①/8W*① 14W*②/8W*② 14W*①/8W*① 14W*②/8W*② 

No. of Colony / ≤0.5cfu/Dish*0.5h 

No. of Operator Single/D Double/D Single/S Double/S 

* not include spare sockets, one sockets capacity is 3A 



SUZHOU ANTAI AIRTECH CO., LTD 

ADD: No.2 Weixin Road, SIP, Suzhou, Jiangsu, China 215122 

TEL:0512-65319409、65319495、65331640     FAX: 0512-65520020 
 

Series VS Neoteric Clean Bench 

 

Specifications 

 

 Sliding door system with patent technology free to place. 

 Integrative stainless steel worktable with curving side in the front. 

 One touch velocity control device&digital display. 

 Mutual exclusive light and sterilizing system.  

 

Descriptions 

 

  

 

Characteristics 

 

            Model   

Item              
VS-840K VS-1300L VS-840K-U VS-1300L-U 

Cleanliness ISO Class 5, Class 100(Fed 209E) 

Air Velocity(m/s) ≥0.3(adjustable) 

Noise(dB(A)) ≤62 

Illumination(Lx) ≥300 

Power Supply AC220V/50Hz 

Input Power(W) 250 500 250 500 

Weight(Kg) 145 200 145 200 

Working Dim.(mm) 680*650*570 1140*650*720 680*650*570 1140*650*720 

Overall Dim.(mm) 840*825*1625 1300*825*1775 840*825*1625 1300*825*1775 

Size&No. of HEPA 760*610*50*① 610*610*50*② 760*610*50*① 610*610*50*② 

Size&No. of Light or UV 

Lamp 
18W*② 30W*② 18W*①/20W*① 30W*①/30W*① 

No. of Colony / ≤0.5cfu/Dish*0.5h 

No. of Operator Single/S Double/S Single/S Double/S 

* not include spare sockets, one sockets capacity is 3A 
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Series VD Desktop Clean Bench 

 

Specifications 

 

 Open uniform air exhaust with large area. 

 Portable, compact and flexible design. 

 Air volume adjustable system with high efficiency and low consumption. 

 Multi-grade electric safety protection system. 

 

Descriptions 

 

  

 

Characteristics 

 

                        Model   

Item              
VD-650 VD-650-U 

Cleanliness ISO Class 5, Class 100(Fed 209E) 

Air Velocity(m/s) ≥0.3(adjustable) 

Noise(dB(A)) ≤62 

Illumination(Lx) ≥300 

Power Supply AC220V/50Hz 

Input Power(W) 250 

Weight(Kg) 60 

Working Dim.(mm) 615*495*500 

Overall Dim.(mm) 650*530*835 

Size&No. of HEPA 610*450*50*① 

Size&No. of Light or UV Lamp 14W*① 14W*①/8W*① 

No. of Colony / ≤0.5cfu/Dish*0.5h 

No. of Operator Single/S 

 

 



SUZHOU ANTAI AIRTECH CO., LTD 

ADD: No.2 Weixin Road, SIP, Suzhou, Jiangsu, China 215122 

TEL:0512-65319409、65319495、65331640     FAX: 0512-65520020 
 

Series BCM Biological Clean Bench 

Specifications 

 

 Sliding door system with patent technology free to place. 

 Airflow circulating inside and air exhausting on the top. 

 Air curtain protection in the front control area. 

 Capacious working area and double sides control. 

 Mutual exclusive light and sterilizing system. 

 Digital display human touch. 

 

Descriptions 

 

  

 

Characteristics 

 

                   Model   

Item              
BCM-1000A BCM-1300A BCM-1600A 

Cleanliness ISO Class 5, Class 100(Fed 209E) 

Air Velocity(m/s) ≥0.3(adjustable) 

Noise(dB(A)) ≤62 

Illumination(Lx) ≥300 

Power Supply AC220V/50Hz 

Input Power(W) 500 

Weight(Kg) 220 250 270 

Working Dim.(mm) 1000*700*620 1300*700*620 1600*700*620 

Overall Dim.(mm) 1160*760*1805 1460*760*1805 1760*760*1805 

Size&No. of HEPA 915*610*50*① 1220*610*69*① 760*610*69*② 

Size&No. of Exhaust HEPA 480*90*50*① 480*150*50*① 480*200*50*① 

Size&No. of Light or UV Lamp 18W*②/20W*② 18W*②/20W*② 18W*②/20W*② 

No. of Colony ≤0.5cfu/Dish*0.5h 

No. of Operator Single/D Double/D Double/D 

* not include spare sockets, one sockets capacity is 3A 
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Series BLB Exclusive Biological Clean Bench 

Specifications 

 Air supply and exhaust system keeping balance and airflow circulating inside according 

to FDA. 

 Sliding door system with patent technology and air curtain protection in the front 

control area. 

 Capacious working area and washable stainless steel worktable easy to 

install&uninstall and control on one side. 

 Mutual exclusive light and sterilizing system. 

 Digital display human touch. 

Descriptions 

 
 

 

Characteristics 

                 Model   

Item              
BLB-1000 BLB-1300 BLB-1600 

Cleanliness ISO Class 5, Class 100(Fed 209E) 

Air Velocity(m/s) ≥0.3(adjustable) 

Noise(dB(A)) ≤62 

Illumination(Lx) ≥300 

Power Supply AC220V/50Hz 

Input Power(W) 250 500 500 

Weight(Kg) 170 200 220 

Working Dim.(mm) 800*615*720 1100*615*720 1400*615*720 

Overall Dim.(mm) 1000*810*1795 1300*810*1795 1600*810*1795 

Size&No. of HEPA 915*610*50*① 610*610*50*② 760*610*50*② 

Size&No. of Exhaust HEPA 200*450*69*① 200*450*69*① 200*610*69*① 

Size&No. of Light or UV Lamp 18W*①/20W*① 30W*①/20W*① 36W*①/30W*① 

No. of Colony ≤0.5cfu/Dish*0.5h 

No. of Operator Single/S Double/S Double/S 

* not include spare sockets, one sockets capacity is 3A 

 

 


